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Preparation:	  
To	  update	  the	  firmware,	  please	  prepare	  the	  following	  items:	  
1. PQI	  Air	  Card	  (with	  microSD	  card)	  
2. A	  computer	  
3. A	  SD	  card	  reader	  

	  

	   	   	   	   	   	   	  

	  

	  

Update	  Procedure:	  
1. Download	  the	  firmware	  from	  PQI	  Website.	  (It	  will	  be	  a	  zip	  file,	  with	  file	  

name	  “AirCard_Vxxx.zip”,	  where	  “xxx”	  is	  a	  3-‐digit	  version	  number.)	  

	  
	  

2. Insert	  your	  PQI	  Air	  Card	  in	  the	  card	  reader	  (Connects	  to	  your	  
computer).	  
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3. Format	  PQI	  Air	  Card.	  (Please	  remember	  to	  backup	  your	  files	  before	  

formatting	  it.)	  
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4. Unzip	  the	  “AirCard_Vxxx.zip”	  to	  Air	  Card’s	  root	  directory.	  

	  
	  

5. Unplug	  the	  Air	  Card	  from	  the	  card	  reader,	  and	  insert	  it	  back	  to	  the	  
reader	  again.	  
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6. Wait	  for	  about	  2~3	  minutes,	  and	  check	  your	  WiFi	  environment	  from	  
your	  computer,	  and	  see	  if	  “PQI	  Air	  card”	  shows	  up	  in	  the	  list.	  

	  
	  
	  
	  

7. Click	  on	  “PQI	  Air	  Card”	  from	  the	  WiFi	  list,	  and	  establish	  the	  connection.	  
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8. Open	  a	  web	  browser,	  and	  type	  “192.168.1.1”	  on	  the	  address	  bar,	  and	  hit	  

“enter”.	  
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9. On	  the	  Air	  Card	  homepage,	  please	  check	  if	  the	  version	  number	  showing	  
correctly.	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  



 8 

10. Unplug	  Air	  Card	  from	  the	  card	  reader,	  and	  insert	  it	  back	  to	  the	  reader	  
again,	  you	  should	  see	  the	  unzipped	  files	  were	  removed	  from	  Air	  Card’s	  
root	  directory.	  A	  “/DCIM/199_WIFI/	  folder	  will	  be	  created	  
automatically,	  and	  3	  control	  image	  files	  (WSD00001.JPG,	  WSD00002.JPG,	  
WSD00003.JPG)	  will	  be	  created	  under	  that	  folder.	  
	  

	   	   	  
	  
	  
11. Test	  the	  Air	  Card	  with	  your	  camera.	  If	  Air	  Card	  does	  not	  function	  

normally,	  perform	  steps	  1~10	  again.	  
	  
	  

	  


